GT 008
10’ x 10’ 10.5 (H)

ASSEMBLY INSTRUCTIONS: MODEL#GT008
IMPORTANT:
WE ADVISE YOU TO ASSEMBLE THE TENT ONCE BEFORE GOING CAMPING TO ASSURE THAT
ALL PARTS ARE PRESENT AND TO BECOME FAMILIAR WITH THE ASSEMBLY OF THE TENT.
To prolong the life of the tent floor,select a level,clean area for the campsite

1) Carefully remove the frame from the carry bag and stand upright.
2) Starting at one corner pull the frame apart (Figure A) being careful not to over stress the cross pieces.
(Set up will be easier and faster when you have more than 1 person).
3) Move from leg to leg while pulling the frame apart. Make sure that the center pole does not get caught
and that it is free to move up through the upper hub.
4) Before you open the frame too far it is wise to drape the canopy top over the center poles (Figure B)
before they get too high to reach. Simply drape the canopy top over the center poles and continue to open
the frame.
5) When the lower hub has reached the midway point on the legs you can carefully push up on them until
the hub locks into place (Figure C) . If you encounter a lot of resistance when trying to push up on the
lower hub continue to pull the legs out until there is less resistance. Insure that all of the legs are fully
locked into place before proceeding.

Carefully pull frame apart

6) Pull the canopy top into place making sure that it is facing the correct way.
Pull the canopy corners down over the top of the frame and attach the Velcro
straps around the leg
7) Move to the center legs and line up the Velcro on the inside of the canopy
with the Velcro on the leg and attach in place
8) Raise the frame to the desired height making sure that all of the legs are
set to the same height. Make sure that all of the legs are fully locked into
place.
9) Attach the remaining Velcro straps around the frame along the bottom of
the canopy top
10) Stake out the bottom of the legs using the steel hook stakes provided.

